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Enhanced protection for the home.

fits above most drawer assembly wedge

When closed, the BackFlip fits flush on the work surface, giving enhanced protection against liquid 
spillages.  At a touch of a finger, it flips 180 degrees to reveal its function. 
Two power sockets and a USB charger are revealed. The raised position provides further protection 
against spillages. With a total installation height of just 53 mm, the BackFlip can be fitted above 
most drawers, including a fitted cutlery drawer.    

Patents pending

rotating insert reacts 
at the touch of a finger

USB-Charger
international power sockets 
available

installation height 

53 mm

Dimensions in mm
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  Description Picture Specification Order number

EVOline BackFlip
For work surfaces with thickness 
of up to 40 mm.
Overall installation height: 53 mm

Decor in brushed stainless steel, 
housing for electrical connections 
in black plastic.

Configuration:
Two sockets, VDE-compliant, 
0°, 16 A, contact-protected
1x USB Type A Charger, charging 
function only - ideal for charging of 
USB-chargeable devices, i.e. 
Apple iPhones, iPads, iPods**,
Tablets, Smart phones, MP3 
Players.

The USB charging function cannot 
be guaranteed due to the multitude 
of manufacturers and devices on 
the market. 

**  ™ Apple Computer Inc.

EVOline BackFlip Standard
Fixed power supply cable
3.0 m with plug

EVOline BackFlip Cuisine
Fixed power supply cable
2.5 m with wire ferrules, plug 
supplied unattached

EVOline BackFlip Plug
Fixed power supply cable 
3.0 m, with EVOline Plug

1592 7100 0200

1592 7100 0100

1592 7100 0900

Directly to EVOli-
ne Configurator.

www.evoline.com/
konfigurator

Become a co-designer and 
select your country-specific 
EVOline BackFlip.
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Enhanced protection for the home and office

The EVOline BackFlip has been designed and developed to offer enhanced protection 

against water ingress in both the home and the office. Opening effortlessly with a press of 

a finger and closing in a single turn, the descreet power solution will fit above most dra-

wers and is also quick and easy to install.

Enhanced 
protection for 

home and 
office
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Description    Image                   Specification                  Order No. 

EVOline BackFlip
Installation for surface 
thickness of up to 40 mm.                                                                                                         
Overall installation height: 53 mm

Configuration:
2 VDE-compliant power outlets,  
0 degrees, 16 A, touch-protected
1 USB type A charger, charging 
function only – ideal for charging 
of all USB-chargeable devices, i.e. 
iPhones, iPads, iPods*, Tablets,  
Smart phones, MP3 Players.

Fixed supply cable 2,5 m, power 
plug enclosed separately.

The USB charging function cannot be guaran-

teed due to the multitude of manufacturers and 

devices on the market. 

1592 7100 0100Brushed solid stainless steel 
housing with connections  
contained within a black  
plastic profile 

• 
Opens effor-
tlessly with a 

press of 
a finger

Expected to be available from 4th quarter 2014

snap
closing

installation 
height
53 mm

* ™ Apple Computer Inc.
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Schulte Elektrotechnik GmbH & Co KG
Postfach 2732 / 2708
D-58477 Lüdenscheid
Jüngerstraße 21
D-58515 Lüdenscheid

Tel                        +49 23 51 / 94 81 0
Fax                       +49 23 51 / 4 26 58
Email                    info@schulte.com
Internet                www.evoline.com
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Ausschnitt im Tisch
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