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Dimensions

See user manual for assembly instructions.
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POWERDOT COMPACT °

1 SOCKET TYPE F, 1 CABLE GROMMET, BLACK/WHITE

ART . NO

9356006009 BLACK
9356006001 WHITE

Technical data

INTERFACE 1 SOCKET TYPE F, 1 CABLE GROMMET
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RATED VOLTAGE 250V
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RATED CURRENT 16A
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OUTPUT W MAX 3500W (TYPE F SOCKET)
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CABLE & CONNECTOR 3x1,5mm?, 1,55m, (CEE 7/7)
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MATERIAL POLYAMID
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FINISH MATTE
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PROTECTION CLASS IP20
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INSTALLATION HOLE SIZE @60mm
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HEIGHT 82mm
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DIAMETER TOP @71mm
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MAX TABLE THICKNESS 52mm
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CERTIFICATIONS CE, RoHS COMPLIANT
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Read before installation and usage

Do not cover

Electrical products may only be daisy-chained if integrated
into a fixed installation. Normal power sockets may not be

used for the connection to further socket rails.

X

Electronic equipment is recyclable and should not be
disposed of with household waste, if the device has
reached the end of its life, dispose of at the recycling
points in accordance with local regulations. Disposall
with household waste is prohibited

'

The device may only be used in a dry indoor enviroment.

.............................................................................................................................
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Incorrect installation may endanger:

- Safety of the installer

- Safety of the end-user and safety of the property.
Incorrect installation may result in personal liability for
damage of property or injury to persons.

For safe installation please ensure the following:

The b safety rules to apply: Disconnect mains; Prevent
reconnection; Test for absence of harmful voltages;
Ground and short circuits; Cover or close off nearby live
parts;

Choose proper tools, measuring devices and personall
protective equipment

Analyse measured results

Selection of electrical installation material to ensure
switch-off conditions

IP protection ratings

Fitting of electrical installation material;

Type of the feeding system (TN system, IT system, TT
system...) and the resulting switching conditions (classic
zeroing, protective earthing, necessary additional
measures, etc.).
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Q - Removable installation
@ - Permanent installation
4 \
CONTENT: O oru : @) INSERT TURN CLOCKWISE & PLUG IN
Drill a hole : Insert Powerdot into the hole and Turn the plastic fastening nut as far
in the table feed the power plug through the : up the thread as possible. Make sure
plastic fastening nut (without using : it has been thoroughly tightened.
the cable clips). : Lastly, plug it in to the wall socket.
1 DRILL
X Drill a hole
in the table :%<
x1 REMOVABLE
INSTALLATION
: £
S
- L(N)

x2

- 1 feed-through
(10 x 20 mm)

- 1 Schuko socket
/w 1550 mm cable

PERMANENT
INSTALLATION

ATTACH & INSERT (NON REMOVABLE)
Attach clips by guiding them into the side
tracks. The clips will keep the product in
place without the fastening nut. Push the
Powerdot all the way down the hole. Lastly,
plug it in to the wall socket.

NOTE! Once inserted, removing the product will
prove to be very difficult without damaging the

table and/or the product.
- Optional
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o \ PERMANENT
s« INSTALLATION

REMOVABLE
INSTALLATION

PULL UPWARDS
If you successfully loosened up the
clips. Pull upwards until fully removed.

. HOW TO REMOVE (WITH CLIPS)
To increase your chances of
removing once installed with clips,
turn the grommet clockwise. Until  :
the clips re-position and loosen up.

NOTE! The table or product might get
damaged during the process.
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